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Introduction

This chapter will cover the following topics:
¢ Host Computer Requirements

o Installing the Baces3D USB software
¢ Connecting the arm

ES IMPORTANT:
Do not plug the Baces3D USB arm before to setup the driver files on your system.

Host computer requirements

To communicate with Baces3D arm, the following hardware and software requirements must be
met:

e PC-compatible system

¢ An available USB port

e CD-ROM drive (for use with the accompanying CD)

» Microsoft Windows 98, Second Edition (98SE), Windows 2000 Desktop or

Windows XP

Install the Baces3D measurement arm

As a USB device, the Baces3D USB arm requires very little effort to install; most of
the work is done by the operating system. The three steps required are:

1. Installing the Baces3D USB software package
2. Connecting the Baces3D USB arm
3. Installing the USB driver

Installing the Baces3D USB Software Package

The software package that accompanies the Baces3D USB arm contains all the
software required to start using the arm immediately. It includes the BacesWIZARD application,
the USB drivers, and all documentation.

Installation is completely automated, and does not require any user intervention or
configuration once the process is started; however, USB driver installation will require
connection of the arm to complete. The process is identical for all 32-bit Windows
operating systems. Users with Windows NT® -based desktops (2000 and XP) do not
need to have administrative rights to their systems for this installation, as long as they
have at least Power User rights.

Closing all background applications before proceeding is helpful, but not required. If
possible, temporarily disable any anti-virus software that the host system is running
before installing the package, and re-enable it after the installation is complete. This is
also not absolutely necessary, but may be helpful in some system configurations.
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Install the software package:
1. Double-click on “"My Computer”, then on the icon for the CD-ROM.
2. Double-click on the ™ Baces3D install X.X.X.X.msi “ icon. Installation will proceed
automatically, and take 1-2 minutes.

Alternatively, run the installation by selecting Run from the Start menu. At the dialog
box, enter:

x:\Baces3D install.msi
where “x" is the drive letter of your CD-ROM.
The installation process will install the software package. By default, all files are installed in the

directory C:\Program files\Baces3D. A short cut for the software is also installed
under Programs from the Start menu (Programs > Baces3D).

Connecting the arm
To connect the Baces3D USB arm :
1. Connect the power-supply.
2. Connect the USB cable to an open USB port on the host system PC (not a USB hub connected

to the host system PC).
3. Check the leds. The red Power LED should be lit, and green Status LED should be flashing.

Installing the USB Device Driver

Because of the differences in USB implementation for different versions of Microsoft
Windows, the installation of the driver varies with the operating system being used. In
general, there are two different procedures: one for Windows 98SE, and one for
Windows 2000 Professional Desktop and Windows XP Desktop.
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For Microsoft Windows XP:
1. After the USB cable is connected, the initial Hardware Wizard dialog appears

: ]

Welcome to the Found New
Hardware Wizard

Wwindows will zearch for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update 'Web site [with your permizsion).

Fead our prvacy policy

CanWindows connect to Windows Update to zearch for
eoftware?

() ey this time only
[} . hiow and gvery time | connect a device
(%) Mo, not thiz lime

Click Mest to continue.

Cancel

Select the “No, not this time” option. Click Next.

Thiz wizard helps you install zoftware for:

Bacez30 meazurement arm

i .'\,I If your hardware came with an installation CD

A

= or Hoppy disk. insert it now.

What doyu watt the wizard to da?

O iptall the software autornatically [Recommended]

(%) Install from & list or specific location [Advanced)

Click Mext to continue.

I < Back JL et ]I Cancel J

Select the “Install from a list of specific locations” option. Click Next.

2. At the “Search and Installation Options” dialog, select the “Include this location...”
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option. Click the Browse button to open the Windows Browse for Folder dialog.
Navigate to the directory C:\Program files\Baces3D\USB drivers\.

Click OK to accept the location, then Next at the original dialog.

Please choose your zearch and installation options.

(%) Search for the best driver in theze locations.

Usze the check boses below ta limit or expand the default zearch, which includes local
paths and removable media. The best driver found will be installed.

[] Search removable media [floppy, CO-ROM...]

Include this location in the zearch:

C:%Proagram FileshB acez3DMNUSE diivers :.v.f

() Don't search. | will choose the driver ta inztall.

Chooze thiz option to gelect the device driver from a ligt. Windows does not guarantee that
the driver you chooze will be the best match for your hardware.

I < Back ” Mest > II Cancel ]

3. At the Windows Logo testing dialog click “Continue Anyway” button.

W

L E The =oftware you are inztalling for this hardware:
L]

Bacez3D meazurement arm

has not pazzed Windows Logo testing to vernfy itz compatibility
with YWindows XP. [Tell me why this testing iz impartant. ]

Continuing your inztallation of thiz software may impair
or destabilize the cormrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Angaway ] E STOF Inztallation i

The system will copy and install the driver files, and indicate when the process is
finished. Click Next.
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4. The final dialog will indicate that the driver has been successfully installed. Click
Finish.

Completing the Found New
Hardware Wizard

The wizard has finished installing the zoftware far:

@ Bacez3D measurement arm

Click Finigh to cloge the wizard.

It will not be necessary to restart the system.

Regardless of the versions of the operating system, the Baces3D arm will appear in the Device
Manager view (available from the System applet in the Control Panel) when the installation is
complete. The Baces3D measurement arm will appear under the category of “Other Devices".
The icon and name will be the same in all versions of Windows.

IMPORTANT:
Is necessary to repeat the installation of the Baces3D USB drivers for every port
of the host system PC.
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Baces3D installation for Windows VISTA

IMPORTANT:
% Install Baces3D USB drivers before connecting the arm.

To correctly connect the measurement arm in Microsoft Windows VISTA, we have to do some
important settings on PC.

Hardware settings

From Control Panel -> System select Device Manager.

o =

=y Device Manager E@

File Action View Help
& | T E HE & 2%

E-z5 JOHN-PC
-1 Computer

= Dlsk drives

=, Display adapters
=4 DVD/CD-ROM drives
- Floppy disk drives

1
L}

--I:H Fleppy drive controllers

i}

53:3 Human Interface Devices
|- IDE ATA/ATAPI controllers
-ZZ Keyboards

i

5

jf!, Mice and other pointing devices
B Monitors

EF Metwork adapters

i Other devices

e

[

R ) Baces3D measurement arm
@5 Ports (COM & LPT)

[ D Processors

4 Sound, video and game controllers

|-45 Storage controllers
1Al System devices
[ i Universal Serial Bus controllers

From the hardware tree, click Other devices, and then double-click Baces3D measurement
arm.
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From Baces3D measurement arm Properties dialog, select the Power Management tab.
Untick the Allow the computer to turn off this device to save power option.

Baces3D measurement arm Properties @

| General | Driver | Details | Power Managemert

:J}_ Baces3D measurement am
Fal

[ Allow the computer to tum off this device to save power,

Mlow this device to wake the computer

OK || Cancel
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Software settings

From the program file of the software that you have to use with Baces3D arm, right click and
select Properties dialog.

P =

» BacesWizard Properties @

J_G_eneml Compatibility ISecuﬁt'_.rl Details ! Previous "u’ersiunsl

If you have problems with this program and it waorked comecthy on
an earlier version of Windows, select the compatibility mode that
matches that earier version .

Compatibility mode
[¥] Run this program in compatibility mode for:

Windows XP (Service Pack )

Settings
[] Run in 256 colors
[] Run in 640 480 screen resolution
[7] Disable visual themes
[7] Disable desktop composition
[7] Disable display scaling on high DPI settings

Privilege Lewvel

[¥] Run this program as an administrator

[ ':g:"j'Show settings for all users I

[ OK ]l Cancel I Bpph

From Compatibility tab, select Compatability mode as Windows XP (Service Pack 2) and
Privilege Level as Run this program as an administrator.
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